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Safety &

ACID WASHED CARBON

BLOCK CARTRIDGE
e Bt ] R T s s
ARG | 10 Tvpe, Tad0 migten
APC-20 20" Type
APC1045 10" Big Blue Type

APC2045 20" Big Blue Type

PPS2045 = 20" Big Blue Type
_PPS—.OE 1/5/10/25micron

PPS2045 | 1/5/10/25micron

PP STRING WOUND CARTRIDGE

SWS2045 20" Big Blue Type
SWS-10 | 1/5/10/25/50micron

SWS2045 = 1/5/10/25/50micron
Residential & Industrial Types

Quanty Carfrjdigé

I,

" pps20 | || pps10 || ppsos || PPszo45] PPS1045 |

-

SWS2045 | | SWsS1045 | SWS20 | | SWS10

nt Se]ectiOn of

APL-10 10" Type, 5miron

APS20 | | APS10 | APL10

Ellter Med

PP PLEATED CARTRIDGE

POLYRAY-10 | 10" Type, 0.2micron

POLYRAY-20 | 20" Type. 0.2micron

POLYRAY-20 | |

GENUINE COCONUT SHELL
GRANULAR ACTIVATED
CARBON CARTRIDGE
Ao STye
UPF-10 10" Type
~ UPF20 | 20" Type
_ GAC1045 | 10'BigBlue Type
GAC2045 20" Big Blue Type
Other media:

KDF, Silver Carbon, Polyphosphate

PET PLEATED CARTRIDGE,
HIGH FLOW SELECTION

APP2045 | 20" Big Blue Type
I _AF’P—10 1!5!10]25m|cron -

APP-20 1/51 0]25m|cron

APP2045 | 1/5/10/25/50micron

| APP20 | | APP10 | APP2045 . APP1045

S39AldldvO d3llid



CARTRIDGES FOR NEW LINE SERIES CARTRIDGES FOR AP-680
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NLF-PP NLF-CB NLF-AC PPS-680 SWS-680 GAC-680
5u Sediment 10u Carbon Block Granular Activated 25u Sediment 25u String Wound Granular Activated

Carbon Carbon

CARTRIDGES FOR AP-999 CERAMIC CANDLE & CARTRIDGES
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=
o
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APS-999 APC-999 S-10T S-10 S$-10SC C-10

5u or 10u Sediment Carbon Block 0.9u, for ACT1-C 0.9u, 5u, for 0.9u, filled with 0.9u Candle for
10" Housing Silver GAC AAM12

GAC & GAC-SEDIMENT CARTRIDGES CARTRIDGE CONTAINER

GAC-10 GAC-S UPF-E 1045-E

GAC GAC/Sediment 10" type(white/clear) 10" Big Blue type

APC-680
10u Carbon Block

2045-E
20" Big Blue type
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TASTE AND ODOR FILTERS

Select the high quality coconut shell carbon mesh, high absorbent
index, lowest ash contents, healthy pH value,

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
/ DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)

TASTE & ODOR

REMOVAL MAX FLOW: 0.75GPM

— ; MAX PRESSURE(PSI): 125PS|

MAX TEMPERATURE: 100°F
PH: 7.0-8.0, PIPE SIZE: 1/4"
SERVICE LIFE: 1500GAL.(AIC-2)
SERVICE LIFE: 2500GAL.(AIC-25)
SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 9KGS
(AIC-2, AIC-2SC)
24PCS/CARBON/39x32x28cm 13.6KGS
(AIC-25, AIC-25SC)

AlC-2 AIC-25

AIC-2SC AIC-25SC

Silver carbon

DIA: 2.0" (52mm)LENGTH: 6.5"(168mm-+-2mm)
DIA: 2.5" (64mm)LENGTH: 6.5"(168mm-+-2mm)
MAX FLOW: 0.75GPM
AEMOVL ' MAX PRESSURE(PSI): 125PS|

o MAX TEMPERATURE: 100°F
PH: 7.0-8.0, PIPE SIZE: 1/4"
SERVICE LIFE: 750GAL.(AIC-2S)
SERVICE LIFE: 1000GAL.(AIC-25S)
SHIPPING PACKAGE:
60PCS/CARTON/39x31x27cm 12.5KGS(AIC-2S)
40PCS/CARTON/39x31x27cm 14KGS(AIC-25S)

AIC-28 AIC-258
6" L TYPE



GAC/POLYPHOSPHATE, against hard water
deposits, with slow resolved Polyphosphate

CARBON &
POLYPHOSPHATE

AlC-2P AIC-25P
23

INLINE GAC/KDF, restraint of bacteria's A
growth, remove heavy metal particles

AIC-2K AIC-25K

ANTI-NITRATES resin filter, CATION resin filter,
Mix-bed resin filter ...

ANTI-NITRATES

ANIC-2 ANIC-25

SEDIMENT/GAC, dual stage

AICS-2 AICS-25

DIA: 2.0" (62mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 B

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AIC-2P)

SERVICE LIFE: 2500GAL.(AIC-25P)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 10.4KGS(AIC-2P)
24PCS/CARBON/39x32x28cm 15KGS(AIC-25P)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL. (AIC -2K)

SERVICE LIFE: 2500GAL.(AIC-25K)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 11KGS(AIC-2K)
24PCS/CARBON/39x32x28cm 15KGS(AIC-25K)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4"

SHIPPING PACKAGE: 2
25PCS/CARTON/28x28x27cm 19.2KGS(ANIC-2)
24PCS/CARBON/39x32x28cm 13.5KGS(ANIC-25)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PH: 7.0-8.0 ‘

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AICS-2)

SERVICE LIFE: 2500GAL.(AICS-25)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 8.2KGS(AICS-2)
24PCS/CARBON/39x32x28cm 14KGS(AICS-25)

SEDIMENT/GAC/POLYPHOSPHATE, three in one

AIT-2 AIT-25

AQUAPRO INLINE SEDIMENT FILTER,
multi-layer, depth filtration, stops sand,
dirt, and other solid particles.

DIRT & SAND

REDUCTION

AlP-2 AIP-25

Bio-ceramic ball and the natural herb stone,

vitalize and mineralize the drinking water

AlIM-2 AlM-25

All the AQUAPRO inline filters with Quick-fit in
types, offer simple press-fit operation.

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100°F

PIPE SIZE: 1/4"

SERVICE LIFE: 1500GAL.(AIT-2)

SERVICE LIFE: 2500GAL.(AIT-25)

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 10KGS(AIT-2)
24PCS/ICARBON/39x32x28cm 13.5KGS(AIT-25)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm-+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

NOMINAL FILTRATION: 5 MICRON

PIPE SIZE: 1/4"

SHIPPING PACKAGE:
25PCS/CARTON/28x28x27cm 6KGS(AIP-2)
24PCS/CARBON/39x32x28cm 10KGS(AIP-25)

DIA: 2.0" (52mm)LENGTH: 10.5"(262mm+-2mm)
DIA: 2.5" (64mm)LENGTH: 11"(280mm+-2mm)
MAX FLOW: 0.75GPM

MAX PRESSURE(PSI): 125PSI

MAX TEMPERATURE: 100 F

PIPE SIZE: 1/4"

SHIPPING PACKAGE: s
25PCS/CARTON/28x28%x27cm 13.8KGS(AIM-2)
24PCS/CARBON/39x32x28cm 25KGS(AIM-25)
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