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21 AP-500 |

4 Stage mini RO system
5" sediment prefilter

5" carbon block prefilter

RO membrane(50, 75)

Post inline GAC filter

Faucet & Installation kit

2.2 gal. RO tank & ball valve
Shipping dimension & weight:
42x39x33cm 10kgs

e NL-ROS |

Your Best Choice For Drlnklng W‘a

B0
EIAQUAPRD &= [

MEVERSE 0MOSIS SYSTEM.

('S
—— e
V'l AP-580
4 Stage RO system
10" sediment prefilter
10" GAC prefilter Carbon block
RO membrane(50, 75, or 100)
Post inline GAC filter
Faucet & installation kit
3.6 gal. RO tank & ball valve
Shipping dimension & weight:
47x39x47cm 11.70kgs
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O O 5 Stage RO system

5 Stage RO system
Sediment prefilter

GAC prefilter

Carbon block prefilter

RO membrane(50,75, or 100)
Post inline GAC filter
*QOption: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
46X39X49CM 13kgs
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Sediment prefilter

GAC prefilter

Carbon block prefilter

Booster pump 110/220V, 50/60Hz
RO membrane(50,75, or 100)

Disposable Filters

Post inline GAC filter
*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
46X39X49CM 14kgs

21 AP-600 |

5 Stage RO system

10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

RO membrane(50, 75, or 100)
Post inline GAC filter

*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x40x49cm 13.4kgs

AP-600-UV1 |
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5 Stage RO system w/pump & UV1
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter
Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter
Anti-scalent filter

UV1GPM sterilizer

Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x53x52cm 20kgs

VERSE 09MOSIS SYSTEM

. AP-600P

5 Stage RO system w/pump
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter
Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter

*Option: Anti-scalent filter
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
50x49x40cm 17kgs
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AP-600-UVS1 |

5 Stage RO system w/pump & UVSI
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

Booster pump110/220V, 50/60Hz
RO membrane(50, 75, or 100)
Post inline GAC filter

Anti-scalent filter

Water switch on six-circulated UV
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
53x52x49cm 20kgs
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Auto Flush & Non Standard Choices
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5 Stage RO system w/auto flush
10" sediment prefilter

10" GAC prefilter

10" carbon block prefilter

Booster pump 110V/220V, 50/60Hz
RO membrane(50, 75, or 100)

Post inline GAC filter

*Option: Anti-scalent filter

Auto flushing controller & 24V solenoid valve
Faucet & installation kit

3.6 gal. RO tank & ball valve
Shipping dimension & weight:
52x5049cm 19kgs
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- AP-999

| 5 Stage RO system

AP-999P

5 Stage RO system w/pump
Sediment prefilter

Carbon block prefilter

Carbon block prefilter

(Booster pump110/220V, 50/60Hz)
RO membrane(50, 75, or 100)
Post inline GAC filter

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
AP-999 51x43x45cm 14kgs
AP-999P 51x43x45cm 17.8kgs
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6 Stage RO system

AlIP-2: inline sediment filter
AIC-25: inline GAC filter

RO membrane(50, 75, or 100)
AIC-2: Post inline GAC filter
AIM-2: mineralizer

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
51x44x46cm 13kgs

P vri-Row |

4 Stage RO system w/pump
AlIP-2: inline sediment filter
AIC-25: inline GAC filter

RO membrane (50, 75, or 100)
AIC-2: inline post GAC filter
Faucet & installation kit

3.5gal. Plastic tank & ball valve
Shipping dimension & weight:
51x44x46cm 17.5kgs
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4 Stage RO system
Sediment prefilter

Carbon block prefilter

RO membrane(50, 75, or 100)
Post GAC filter

Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
44x42x43cm 10.4kgs

TYPICAL R.O. UNIT WITH PUMP FLOW CHART
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V'l DEMO-KIT Permeate Waste

AIP-25: inline sediment filter Water ez
AIC-25: inline GAC filter

RO membrane(50, 75, or 100)

Booster pump 110/220V, 50/60Hz

DEMO case with laser printing

Shipping dimension & weight:

43x48x46cm 13kgs
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AP-680 & Demostration Kit
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4 Stage RO system w/Pump
Sediment prefilter

Carbon block prefilter

RO membrane(50, 75, or 100)
Post GAC filter

Booster pump110/220V, 50/60Hz
Faucet & installation kit

3.5 gal. Plastic tank & ball valve
Shipping dimension & weight:
59x42x44cm 14.50kgs

FILMTEC™
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FILMTEC™
MODEL Permeate Flow Stal:)iliz_ed Salt Minjmu.m Salt
Rate GPD (M3/d) Rejection(%) Rejection(%)
MBFT-50 50(7.9) 98.0 96.0
MBET-75.  75()  seo._ %60,
'MBFT-100  100(16) 900 %00
Applied Pressure Shippin

MODEL ppPsig (bar) Dimensigfd Vﬂeight
MBFT-50 50 (3.4) 25pes/36x37x37cm/7.2kg
MBFT-75 50(34) " 25pcs/36x3TxATemiT.2kg
MBFT-100 ¢ 50(3.4) 25pCs/36X3TRATemIT.2kg

TRAVEL-KIT(TEST-KIT) |

AlP-2, AIC-25, RO membrane
(50,75,100)

AlC-2: Post Inline GAC filter
Booster pump 110/220V, : e
50/60Hz w/Gauge -
TDS meter, Chlorine Test liquid & e u
Electrolysis Precipitator

Shipping Dimension & weight:

47x19x37cm 10kgs
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